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DVS
LED Directional Signs

SPECIFICATIONS                             EXITS
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HOUSING
 - Weatherproof aluminum housing
 - Impact-resistant tinted polycarbonate cover
 - Bronze finish standard, black and aluminum finishes optional 
 - Easy installation

ELECTRICAL
-  120VAC

ILLUMINATION
-  High Intensited LEDs

MOUNTING
- Ceiling or back mount
- Optional canopy kit for mounting to a Jbox
- Recessed mounting kit also available

CODE COMPLIANCE
 - Weatherproof
 - Assembled in USA

WARRANTY
 - 5 Year

Options (Factory Installed)
SV -   Sun Visor (DVS-1/2/4)
RMK -   Recessed Mount Kit (DVS-1/2/3/4)
CPY -   Canopy Kit (DVS-1/2/3/4)
BL -   Black (replaces BR)
SA -   Satin Aluminum (replaces BR)

DVS
rev:    04262023

MODEL#                   Legend    
DVS-1-BR  OC - Open/Closed (DVS-1/2/3) 
DVS-2-BR  ATM - ATM (DVS-3)
DVS-3-BR  ATML - ATM Lane (DVS-1/2)
DVS-4-BR  ATMO - ATM Only (DVS-1/2)
  ATMT - ATM Teller (DVS-3)
  ATMOC - ATM Open/Closed overlay (DVS-1)
  C- Commerical (DVS-1)
  O - Open (DVS-3)
  XA - X and     single row (DVS-4)
  XA2 - X and     double arrow (DVS-4)
  N# - Two Digits (ex: N08 = ‘08’)(DVS-4)

Accessories (Ships on Side)
GS1 -   1 Gang Switch
GS2 -   2 Gang Switch
GS3 -   3 Gang Switch
GS4 -   4 Gang Switch
GS5 -   5 Gang Switch
GS6 -   6 Gang Swith

DVS-1

DVS-2

DVS-3

DVS-4



DIMENSIONS

32.6” 34.6”

6.0” 8.0”

3.3”

4.0”

DVS-1 Enclosure DVS-1 Recessed DVS-1 Sun Visor

DVS-2 Enclosure DVS-2 Recessed DVS-2 Sun Visor

17.87” 19.87”

11.63” 13.63”

3.25”

6.0”

DVS-3 Enclosure DVS-3 Recessed

6.3”
7.9”

21.3”19.5”

3.3”

DVS-4 Enclosure DVS-4 Recessed DVS-4 Sun Visor

14”

14”

15.8”

15.8”

3.3”

6.0”
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