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INSTALLATION INSTRUCTIONS FOR CHICAGO - APPROVED 
SURFACE MOUNT EDGE-LIT LED EXIT SIGN

READ AND FOLLOW ALL SAFETY INSTRUCTIONS
IMPORTANT SAFETY INSTRUCTIONS

WARNING: RISK OF ELECTRIC SHOCK - NEVER CONNECT TO, DISCONNECT FROM, OR SERVICE WHILE EQUIP-
MENT IS ENERGIZED.

WARNING: FAILURE TO FOLLOW THESE INSTRUCTIONS AND WARNINGS MAY RESULT IN DEATH, SERIOUS
INJURY OR SIGNIFICANT PROPERTY DAMAGE - For your protection, read and follow these warnings and instructions
carefully before installing or maintaining this equipment. These instructions do not attempt to cover all installation and mainte-
nance situations.

WARNING: RISK OF FIRE - Lamps are hot. Keep combustible material away from hot parts. Observe lamp manufacture’s
warnings, recommendations and restrictions on lamp operation and maintenance. Make sure lamps are correctly installed.

�   All service shall be performed by qualified service personnel. This product must be installed and maintained in accordance
    with the applicable installation codes by a person familiar with the construction operation of the product and the hazards
    involved.
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    personnel.
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SAVE THESE INSTRUCTIONS AND DELIVER TO
              OWNER AFTER INSTALLATION

This five year warranty covers any defect in manufacturing, provided the defect develops under normal and proper use.
This liability extends only to replacement of defective parts. Labor charges will be honored by the factory only with prior
written approval from an authorized personnel.

WARRANTY FIVE  - YEAR
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4. Secure housing to canopy with screws and other mounting hardware provided. 
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    and for 277V supply connect the line wire to the red/orange lead. Connect neutral wire to
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      CAUTION: The unused black or red/orange wire must be capped with wire nut or other approved insulator. Failure to 
  do so may cause an unsafe condition.

6. Secure canopy to canopy bracket with 1-1/2” long #8-32 screws provided.
7. After AC power can be continuously supplied, connect battery.
.8. Snap housing cover into place.
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2. Run connection wires through large hole between mounting holes C and D.
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4. Make electrical connections.

  

INSTALLATION INSTRUCTIONS

END MOUNT

TOP MOUNT

BACK MOUNT
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2. Run connection wires through large hole in center of canopy.
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2. Run connection wires through threaded nipple.
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Figure 1

BATTERY BACKUP WIRING DIAGRAM AC ONLY WIRING DIAGRAM

BACK MOUNT

TOP MOUNT

END MOUNT


