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Mounts in any orientation on Walls or Ceilings!



6. Attach un-switched AC circuit wires to unit AC input wire with wirenuts. INSULATE UNUSED LEAD.

For 120 V AC input, follow Diagram C.

For 277 V AC input, follow Diagram D.

7. When ready to energize AC circuit, connect red battery lead to battery positive terminal. Verify battery negative terminal

is connected to battery blue wire.

8. AC must be off when mating unit housing to back plate. Align AC connector over circuit board and press onto back

plate until the retaining tabs snap through the housing. Reinstall both lenses by slight squeezing of the top and bottom

mounting tabs.

TESTING: 

To test, depress test switch. The emergency lamps will illuminate. When switch is released, lamps will go off. Allow unit to 

charge for 48 hours before full load testing. 

IMPORTANT NOTICE: 

This equipment is furnished with a low voltage disconnect circuit to prevent damage by over discharging the battery. 

However, if the AC supply to the unit is to be disconnected for prolonged periods of time the battery must be disconnected. 

If unit fails to perform as described, disconnect AC and battery immediately, and contact either the factory or trained 

service personnel for assistance. 

RELAMPING: 

To relamp, pull lenses from housing. Relamp only with type T-5 6V 5.4W, wedge-base lamp. 

WARNING: 

Unused wires must be capped using enclosed wire nuts. 
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