
Project

Catalog Number

Type

VLWP4-B
Large Shallow 
LED Wall Pack

ORDERING INFORMATION

SPECIFICATIONS                      OUTDOOR

A Division of EELP, Inc.
One Neshaminy Interplex Dr. - Suite 300 - Trevose, PA 19053
(800) 490-4496               www.versaledlighting.com

VLWP4-B-LED
rev: 11212018

HOUSING
 - Heavy duty die cast aluminum housing
 - Bronze powdercoat bronze finish
 - Corrosion resistant housing and hardware
 - OxyShield 9-stage anti-oxidation process
 - Silicone rubber gasket
 - 1/2" coin plugs with O-rings for conduit and photocell

ELECTRICAL
 - Quad Tap (QT) - 120/208/240/277V
 - Operating Temperature: -30oC (-22oF)  -  40oC (104oF)

OPTICAL SYSTEM
 - Prismatic borosilicate glass lens with gasket
 - High quality heat sinks for temperature control
 - IC current controlled LED circuits
 - CRI > 80
 - 4000K and 5000K available 

ILLUMINATION
- 120W LED

MOUNTING
 - Optional cast aluminum mounting plate mounts directly over a 4" 

   recessed outlet box, or use 1/2" surface conduit

CODE COMPLIANCE
 - cULus Listed for Wet Locations
 - IP65 Rated
 - RoHS Compliant

WARRANTY
 - 5 Year
 - 10 Year Available

CATALOG #             LUMENS           COLOR 
VLWP4-B-120L-QT-40K 12,146 4000K
VLWP4-B-120L-QT-50K 11,782 5000K

OPTIONS (Factory Installed)
PC      - 120-277V Button Photocell
PCP    - 120-277V Pencil Photocell
10YR  - Ten Year Warranty 

181/8"
93/8"

9"

ACCESSORIES (Ships on Side)
VLWP4-B-GS   - Glare Shield



PHOTOMETRICS

VLWP4-B-120L-QT-50K
Mounting Height = 25ft
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WP1-Q-LED
rev: 06012018

BUG Rating: B1-U4-G5

VLWP23B-80L-QT-50K
Mounting Height = 15ft


	Text2: 
	Text3: 
	Text4: 


